OA119AP Series

AC Fans - 115, 230V

127mm x 38.5mm (5.00” x 1.52")
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AC Shaded Pole, Imped Life Expectancy | i
aded role, Impedance Ball Bearing: a0
Motor 9 -3 (Low Speed
Protected 85,000 Hours (L10 at 45°C) 0 IEpREsel
Sleeve Bearing: % 0.10
0, —
Bearing System Dual Ball, or Sleeve 30,000 Hours (L10 at 45°C) O 005
Available Options L
Dielectric Strength 1500VAC/min, <1mA IP / Salt Fog Ratings OO 355 75 100 155 150
Tachometer Output Alrflow (CFM)
Insulation Resistance | 210MQ @ 500V DC Weight: 1.3 Ibs.
Rated Voltage Frequenc Inbut Power Rated Max Noise Max Static
Part Number Voltage Range (I-?e tz) Y (Wztts) (Max) Speed Airflow Level Pressure
(Volts AC) (Volts AC) (RPM) (CFM) (dBA) ("H,0)
OA119AP-11-1% 115 100 ~ 125 50/ 60 14 (25) 2725 130 46.1 0.27
OA119AP-11-2* 115 100 ~ 125 50/ 60 10 (21) 2250 95 37.4 0.21
OA119AP-11-3* 115 100 ~ 125 50/ 60 7 (9) 1400 74 28.2 0.10
OA119AP-22-1* 230 200 ~ 250 50/ 60 14 (25) 2725 130 46.1 0.27
OA119AP-22-2* 230 200 ~ 250 50/ 60 10 (21) 2250 95 37.4 0.21
OA119AP-22-3* 230 200 ~ 250 50/ 60 7(9) 1400 74 28.2 0.10
* Indicate “TB” (Terminal Ball Bearing), “WB"” (Wire Leads, Ball Bearing), “TS"” (Terminal, Sleeve Bearing), “WS" (Wire Leads, Sleeve Bearing).
* Table and PQ graph shows 60Hz values.
Knight Electronics, Inc. : ] Ori
i Drive pr— rion Fans
|13(;|5|gz ﬁf(tggzaryl,ve Revised 9/1/2026 CN us c EE ROHS A Information and data is subject to
/ mo E170149 TOV

214-340-0265

change without prior notification




